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LIGHTING
SOLUTIONS

FOR COMMERCIAL FLEET VEHICLE APPLICATIONS

Vision X Lighting offers a large increase in energy efficiency over
older technologies while also increasing the safety and productivity
of the working environment by producing 80% more light than
traditional fixtures.

l STAINLESS STEEL MOUNTS

Each fixture comes equipped with
upgraded stainless steel ounts with
integrated aiming markings and
strengthened durability.

l INCREASED PERFORMANCE

Vision X Lighting products achieve a
long life span of 50,000+ hours.

l ANTI-CORROSION

The marine grade polyester powder
coating is designed for the exterior
environment offering excellent long
term light and weather resistance
passing multiple chemical and
durability tests.
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) SEALED BEAM

Location : Rear, Load
Beam Pattern : 60° Flood
Part # : DURA-M460

Location : Front
Part # : VX-575

Location : Top of Cab
Colors Available : Amber
Part # : XIL-UB36A

Location : Side Scene, Work Area
Beam Pattern : 40° Flood
Part # : VLR050640
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l DURALUX SERIES

Dura Mini
¢ 100-150 Watt Halogen Comparable

*2,000-3,700 Lumens

*15.6 Grms Vibration Rating

* Durable Die-Cast Housing

¢ 11-65V DC Input

* |[P69 / IP69K, CISPR 25

 Beam Patterns: 10°, 25°, 40°, 60°, 90°, 30°/65°

ITEM#: DURA-M460
(Dura Mini 2.75” x 3.62” x 1.94")

ITEM#: DURA-4xx
(Dura 4 3.94” x 4.24” x 2.57”)

Flush Mounts Available ITEM#: DURA-6xx
(Dura 6 5.38” x 4.19” x 2.277)

l VL SERIES

} VXINDUSTRIAL.COM

e Ultra Bright Cree LEDs

* 3,100-4,250 Lumens

*15.6 Grms Vibration Rating
*9-32V DC Input

* |P69 / IP69K, CISPR 25

e Universal Single Bolt Mounting
» Beam Patterns: 40°, 30°/65°

ITEM#: VLR050640
(Round 4.33” x 5.16” x 2.33")

ITEM#: VLO050640
(Oval 5.59” x 4.39” x 2.21)

3 Housing Options

ITEM#: VLS050640
(Square 4.33” x 5.16” x 2.33”)



l UMX SERIES

* 3,696 Lumens

* Wattage: 35W

¢ 15.6 Grms Vibration Rating

» Weather Proof & Dust Resistant
e Amp Draw: 2.91A @12V
*11-65V DC Input

* |P69 / IP69K, CISPR 25

» Beam Patterns: 10°, 40°, 60°

ITEM#: XIL-UMX40xx T 449" X 547" x 2.99"
(UMX Round)

ITEM#: XIL-UMX44xx
(UMX Square)

l UTILITY FLOOD UF-32

* 500 Lumens

 Wattage: 6W

» 8.6 Grms Vibration Rating

e Amp Draw: .5A @12V

*12-32V DC Input

* |P69 / IP69K, CISPR 25

* Beam Patterns: 120°

* Colors Available: Amber, Blue, Green, Red, (White Standard)

347x1.9”x0.9” T

ITEM#: XIL-UF32x

l VIDEO EXTREME SERIES

* 3,168 Lumens ITEM#: VEL-4460CA72SS

» Wattage: 30W (60° Light Only)

*15.6 Grms Vibration Rating  ITEM#: VEL-4460CA72SS.IR850
» Glare Blocking Shield (60° Infrared Light Only)

* Live Video Feed ITEM#: VEL-CAM-MON7KIT

* Amp Draw: 2.5A @12V (60° Light + Monitor)

*9-32V DC Input ITEM#: VEL-M7

* IP69 / IP69K, CISPR 25 (Monitor)

¢ Beam Patterns: 60°
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6.96” x 6.96” x 3.86” T

l SNOW PLOW KIT

8,420 Lumens

* Wattage: 8.4W

* Amp Draw: 7A @12

¢ 15.6 Grms Vibration Rating
¢ DOT Approved

ITEM#: XIL-7RDSPKIT

* 9,504 Lumens
» \Wattage: 90W

e Amp Draw: 7.5A @12
*15.6 Grms Vibration Rating

ITEM#: XIL-LPX9XSPPKIT

l LIGHT BAR MKIT LPX SERIES

J} DAYTIME RUNNING LIGHTS

* 500 Lumens

* Wattage: 12W

* Amp Draw: 1.0A @12
*21.1 Grms Vibration Rating
* Beam Pattern: 60°

ITEM#: XIL-DRL

lSEALED BEAM

ITEM#: VX-46
(9007 Bulb Type)

ITEM#: VX-57
(H4 Bulb Type)

ITEM#: VX-575
(9007 Bulb Type)

ITEM#: VX-7RD
(H4 Bulb Type)

5.75%

¢ Housing Replacement
e Standard Warranty
* DOT Approved

5x7”
4x6”




J} STROBE BEACON 36

e Full 360°
* Wattage: 7.2W
e Amp Draw: 0.8A @12

¢ 12-32V DC Input
¢ |P68 / IP69K
¢ Colors Available: Amber,

ITEM#: XIL-UB36x

* 15.6 Grms Vibration Rating

T 5.25” x 3.81” x 2.86”

Blue, Green, Red, White

e Full 360°

*15.6 Grms V

* [P68 / IP69K

J} BATTERY POWERED

» Wattage: 7.2W
e Amp Draw: 0.8A @12

ibration Rating

*12-32V DC Input

e Colors Available: Amber, Blue, Green, Red, White

ITEM#: XIL-UBB36x

(Non-Rechargable 9v Batteries x 2)

STRIP LIGHTING

* 141 Lumens (7.5”) | 328 Lumens (12”)

« Standard and Touch

*9-32V DC Input

* |P-68

ITEM#: XIL-ST7.5
ITEM#: XIL-SL7.5
ITEM#: XIL-ST12

ITEM#: XIL-SL12

127

l PRO POD LIGHTING

* 141 Lumens

* Cord Length 3ft.

*1.76” Diameter

*9-32V DC Input

 Colors Available: Amber, Blue, Green, Red, White

ITEM#: XIL-PDx
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